WHAT IS CLAIMED IS: 

1 . A handle for a golf club, comprises: 

an elastic cylinder sleeve sleeving said golf club through; 

a strip made from a shockproof material and having two long sides 
5 and a top surface, wherein said two long sides peel into a specific 
thickness and said top surface is covered with a patent layer; and 

an adhesive layer disposed between said elastic cylinder and said 
strip for making said strip be spirally wound around said elastic cylinder. 

2. The handle according to claim 1, wherein said strip is a fine foamy 
10 layer made from styrene like and ethylene monomer via 

high-temperature and high-pressure vulcanization. 

3. The handle according to claim 1, wherein said patent layer is an 
UV-cut layer and capable of coloration for indicating 

4. The handle according to claim 1, wherein said patent layer Is made 
15 from an oil-based ink. 

5. The handle according to claim 1, wherein said adhesive layer is a 
double-sided tape. 

e.The handle according to claim 1, wherein said handle has a weight 
ranged from 35 to 37 grams, and said elastic cylinder sleeve is 5 times 
20 weight of said strip and said adhesive layer. 



7. The handle according to claim 1, wherein said patent layer further 
comprises an aligned line for aligning, thereby said strip being adhered 
to said elastic cylinder sleeve. 

8. A wound strip for a golf handle, which is a long strip, characterized in 
5 that said long strip is made from a shockproof material and has two long 

sides peeled into a specific thickness and an aligned line disposed on a 
surface of said long strip for making said long strip be spirally wound 
around said golf handle. 

Q.The wound strip according to claim 8, wherein said long strip is of 
10 unity. 

10. The wound strip according to claim 8, wherein said shockproof 
material is fine foam made from styrene like and ethylene monomer via 
high-temperature and high-pressure vulcanization. 

11. The wound strip according to claim 8, wherein said long strip is 
15 adhered and spirally wound around said golf handle via a double-sided 

tape. 

12. The wound strip according to claim 8, wherein said aligned line is 
made from an oil-based ink. 
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